
Blowmoulding Machine „KEB 4“ (Krupp Kautex) 

Blowmoulding with continuous extrusion 

• Screw:     60 mm – L/D ratio 20 

• Article size:    ~ 0,5 bis ~ 5 Liter  

• Clamping force:  100 kN 

• Mould size:  

Height (max.):       470 mm 

Width (max.):      370 mm  

Mould thickness (min.):  270 mm  

Platens stroke:     250 mm (2 x 125 mm) 

    Daylight Minimum:    270mm  

    Daylight Maximum:    520 mm  

Year of Manufacture: 1991 

 

 

 



Suction Blowmoulding Machine „ASPI 200” (ST-Blowmoulding) 

Suction Blowmoulding and Conventional 2D-Blowmoulding 

• Accumulation Volume: 2,5 Liter 

• Weight HDPE:  1,8 kg 

• Screw:    70 mm – L/D ratio 24 

• Clamping force: 200 kN 

• Mould size: 

Height (max.):        1400 mm 

Width (max.):         800 mm 

Mould thickness  (min.):   510 mm 

Platens stroke:       900 mm (2 x 450 mm) 

Daylight Minimum:      510 mm 

Daylight Maximum:      1400 mm 

 

Year of Manufacture: 2019 

 

 

 

 

 



Small Blowmoulding Maschine  

- Build and developed by Dr. Reinold Hagen Foundation 

- For material testing and small series production 

- Article size up to 70ml 

- Screw diameter 16 mm 

- Required Material amount for testing less than one kilo 

 

  

 

 

 


